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Premises Wiring SystemCategory 6A   (90º)
          Keystone Module

Features

Category 6A   (90º)
          Keystone Module

•    X-terminal design for AT&T and Krone punch down tool Termination.
•    Low profile design.
•    Unique Printed Circuit Board design to meet CAT 6A performance.
•    T568-A/B combination color code.
•    Shortened body for best performance.
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Category 6A        shielded Keystone Jack ( 90°) (110 Type) (T568A/B wiring)

Category 6A   Unshielded Keystone Jack ( 90°) (110 Type) (T568A/B wiring)
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MF-MIO-KX6A-xx
MF-MIO-KX6A-SH Category 6A        shielded Keystone Jack ( 90°) (X-Terminal Type) (T568A/B wiring)

Category 6A   Unshielded Keystone Jack ( 90°) (X-Terminal Type) (T568A/B wiring)

B-1-4 www.mfico.com.tw                       TEL:886-2-8228-7185  FAX: 886-2-8228-1839
Ming Fortune Industry Co., Ltd.

3F-1, No. 238, Liancheng Rd., Zhonghe City, Taipei County 235, Taiwan, R.O.C

E-Mail : sales@mfico.com.tw

MFICO’s Category 6A Keystone Jack is design for users

 that demand the latest Category 6A network system.

Unshielded/shielded Twisted Pair engineered for

 applications has become more complex and system

 demand for increased bandwidth is becoming a must.

 choosing a cabling infrastructure performance that can

 meet tomorrows high-speed applications is very

 important. MFICO’s Category 6A Keystone Jack

 characterized using Power Sum crosstalk electrical 

 performance parameters which some System of full

 duplex are operated over four pairs. These electrical

 characteristics include Power-Sum NEXT, ELFEXT

 Power-Sum ACR, etc. Category Keystone Jack also

 features reduced attenuation, pair to pair NEXT margin

 over Category 6A standard is comprised of EIA/TIA-568-A,

 EIA/TIA 568-B.2 standard and tested up to 500Mhz .


