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Expansion/Flexible Joint Materials  
 
NEO-FLEX 表面防火橡膠塗佈系列 
基材:    KM600 系耐高溫布 
表面 Coating:  Neoprene (黑色防火橡膠) 
耐溫:   130℃ 

特性:   具彈性及氣密性, 耐油水, 

應用範圍:  防震接頭, 伸縮蛇管,  

台北市捷運系統合格之防震接頭材料 
符合中華民國 CNS 10285/A2 一級耐燃標準 
 
 
 
NEO-FLEX Flame Retarded CR coated Fiberglass Cloth  
 
         NEO-Flex fabrics are designed for flexible  
         Joints with severe vibration, flexing and  
         Twisting with max. temperature to 130oC 
         Features: 

 Flame retarded 
 Very resistant to oil, greases and many 

other petroleum products 
 Excellent ozone and weather resistance 

 
 
 
Data and Availability 
 
產品代號 
Product ID 

厚度 (mm) 
Thickness 

單位面積重 
Areal 
Weight 
(g/m2) 

顏色 
Color

張力強度 
Tensile 
Strength 
(N/50mm) 

每捲呎吋 
寬  x 長 
Roll Sizes 
Width x Length 

5-60N/N 0.54 605 Black 3600 x 2400 1.2 x 50 
12-106N/N 1.20 1060 Black 2240 x 1800 1.2 x 50 
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